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Glitter Flake™ is best known as textured glitter heat transfer vinyl used to produce vibrant designs. This unique, 
bling material is perfect for creating stand-out looks for fan and spirit wear, cheer uniforms, fashion garments, and 
more.

STAHLS’ GLITTER FLAKE™

RECOMMENDED FABRICS
•	 Cotton
•	 Polyester
•	 Cotton/Polyester Blends
�Please note: Always check fabric makeup and test press when possible.
When Light Pink Glitter Flake is applied to dark colored fabrics, the light pink 
color becomes iridescent.

TECHNICAL INFORMATION
Thickness: 325 Microns
Finish: Matte Textured/Raised�
Carrier: Medium/High Tack
Rating: OEKO- TEK Standard 100 Certified

WASHING INSTRUCTIONS
•	 Machine wash inside-out using mild detergent
•	 No higher than 40ºC
•	 Do not use bleach.
•	 Dry at a normal dryer setting on household machines.
•	 Do not dry clean.

FOR USE WITH
•	 Stahls High Tack Application Tape
•	 Commercial Heat Press

CUTTING NOTES
Blade: Standard Cutting Blade (45º) or 60º
Pressure: 190-210g (New blade)
Recommended cut size: 1.6mm line thickness for 
lettering & logos.

�Please note: Always test cut prior to any production. 
Remember cutter settings will need to be adjusted 
between products and as your blade ages.

APPLICATION 
INSTRUCTIONS
Temperature: 150ºC

Time: 12 seconds
Pressure: Medium / 50-60psi / 4bar / 

#5-6 on Hotronix
Peel: Hot (Immediate)
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